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AV-anlegg Antall
Forsterker Bose 2x800w 1
Elektro-Voice EKX-12

350 W/ 1400 W 8ohm 2
TP-Link Bluetooth mottaker 1
Mic tradlgs 1
Mic kablet XLR 6 meter 1
AUX inngang 3,5 mm / RCA 1
HD Projector NEC HDMI

kan leies til kr 300 pr. dag. 1
Lerret 240x240 cm 1

Veiledning:

Lydanlegget betjenes via betjeningspanel (se figur 1 nedenfor)
som finnes pa scenens hgyre side. Hovedbryteren slas pa og
det tar ca. ett minutt fgr betjeningspanelet (touch skjerm) er
aktivt.

Lerret kjgres opp og ned ved bruk av betjeningspanelet. Pass
pa at stikkontakt for lerret pa scenens venstre side star i.

Tilkoblinger (se figur 2) med inngang for: Bluetooth (sgk etter
TP-link_Music), mic (XLR) og AUX (RCA).

Lydvolum for lydinngangene reguleres med + / - knappene pa
betjeningspanelet. Pass pa lavt lydniva ved tilkobling av utstyr.

Hovedbryter for betjenmgspanel og fcursterkeranlegg med nakkel.
1t til heyre pa scenen ca. 1,5 meter overgulvet.

B‘ "Br

Patchepanel med tllkobllngskomakter som XLR (MIC/gitar 0.1.) og RCA

(CD-spiller eller annen lydkilde) er plassert ved scenegulvet.

Bluetooth tilkobling (TP-link_Music), mic og AUX inngang.

Oppegérd vel

Mik1 Mik2 Tradles AUX

=111

Bruk av lerret og forsterkeranlegg

Strem til anlegget slas pa via hovedbryter (nekkel i stilling I).
Det tar ca. 2 minutter fer anlegget er startet opp.

Lerret kjgres ned og opp med knappene ned, stopp og opp (se display).

Ngkkelbryter ma sta i posisjon |.

Lydniva velges med + og - minus knappene pd displayet. Start med lavt

lydniva.

Mikrofon: Innganger for mikrofon 1 og 2 samt tradlgs mic.

AUX inngang med RCA kontakter for CD-spiller o.l. Med kabel med RCA
kontakt og 3.5 mm jackplugy kan mobiltelefon, nettbrett o.l. kobles til anlegget

via hodetelefonuttak.

Bluetooth: Sek etter "TP-link_Music" pa ditt bluetooth apparat. Utfer "parring”

av bluetooth enhetene. Lydniva via via AUX inngangen

Figur 1: Betjeningspanel

Figur 2: Betjeningspanel med XLR og RCA tilkobling.
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Gjor deg kjent med projektoren (side 2). Viktigste tilkoblingsterminaler (HDMI, VGA) pa projektoren er vist pa side 3.

Fjernkontroll se side 5 og 6. Pass pa a velge riktig inngang med «input select» pa fjernkontrollen (se side 5, knapp 12).

Projektoren har innebygd hgyttaler pa 10 watt.

1. Introduction

© Part Names of the Projector
Front/Top

The lens is sold separately. The description below is for when the NP13ZL lens is mounted.

Lens Shift Dial {vertical/horizontal)
{(— page 21)

Zoom Lever/’Zoom Ring (— page /\

— /
Remote Sensor

{(— page 13)

Exhaust vent
Heated air is exhausted from here.

Lamp Cover (— page 178}

Controls

(— page 9)
Security Bar
Attach an anti-theft device.

The security bar accepis security
wires or chains up to 0.18 inch/4.6
mm in diameter.

Adjustable Tilt Foot

{(— page 25)

Monaural Speaker (10 W)

Controls/Indicator Panel

2 3 4 5
/___'
POWER  STATUS LAMP  TEMR

Securing lever cover
{— page 168)

Indicator Section
{— page 9)

Remote Sensor (located on the
s front and the rear)

tﬂy (— page 13)

| Adjustable Tilt Foot
(— page 25)

Q- Lens Cap

{The optional lens is shipped with
the lens cap.)

| Lens

| Focus Ring
(— page 22)

Lens Release Button
{— page 156)

1. (@) (POWER) Button
(— page 186, 27)

2. POWER Indicator
(— page 15, 16, 27, 270)

3. STATUS Indicator
(— page 270)

4. LAMP Indicator
(— page 178, 271)

5. TEMP. Indicator
(— page 271)

6. INPUT Button
(— page 18)

7. AUTO ADJ. Button
(— page 26)

8. Geometric. Button
(— page 35)

9. MENU Button
(— page 77)

10. A¥ «p /Volume Buttons 4
(— page 286, 77)

11. ENTER Button
(— page 77)

12. EXIT Button
(— page 77)
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Bakside pa projektoren:
1 og 2: HDMI innganger (1920x1200). For bilde og lyd fra f.eks PC, nettbrett, mobiltelefon.
3: Display port. Noen PC’er bruker «Display port». Kan brukes sammen med lydinngang 9.
4: Vanlig «VGA» PC tilkobling. Kan brukes sammen med lydinngang 9.
13: Audio out: Lyd fra tilkoblet enhet kan kobles til RCA port pa lydanlegget. Alternativt kan «Bluetooth» fra tilkoblet
enhet brukes for a koble til lyd pa AV-anlegget.
1. Introduction

Terminals

10 10 1|1

Ethiinil Ethiinit LUSE

FDBsal j f 4 — 7T
i m &
N N
* Connection Terminal of * Connechion Termi- |
MM Models nal of HDBaseT 16
The onigntation of the Models
port is wpside dowrn.

1. HDMI 1 IN Connector (Type A) 13. AUDIO OUT Mini Jack (Stereo Mini)
(— page 158, 160, 164) (— page 1561)

2. HDMI 2 IN Connector (Type A) 14. 30 5YNC Connector (Minl DIN 4 Pin)
(— page 158, 160, 164) (— page 41)

3. DisplayPort IN Connector 15. PC CONTROL Port (D-Sub 9 Pin)

(— page 158) (— paga 269)

4. BNC IN [RICI/CY, G/Y/Y, B/Cb/C, H, V] Connec- Use this port to connect a PC or control system.
tors (BNC x 5) This enables you to control the projector using serial
(— page 157, 162) communication protocol. If you are writing your own

5. BNC (CV) Input Connector (BNC x 1) program, typical PC control codes are on page 275.
(— page 162) 16. REMOTE Connector (Stareo Mini)

Usa this connector for wired remote control of the

6. Eﬁa[:&ﬁiﬁgpm Connector (BNC x 2) projector using the NEC remote contrel for PX750LY

PH1000WPH1400U series.
Connect the projector and optional remote control
uging a commercially available wired remote control

7. BNC AUDIO IN Mini Jack (Stereo Mini)
(— page 160, 162)

8. COMPUTER INf Component Input Connector cable.
(Mini D-Sub 15 Pin)
(— page 157, 163) NOTE:
9. COMPUTER AUDIO IN Mini Jack (Stereo Mini) * When affﬂ"?_ﬂjfﬂ ﬂf’j”ﬂf Fﬂgﬂ s '?ﬂlj"ﬁ'mdf!‘ﬂ the Hf”ﬂgf
connector, infrared remote control operations cannot be
(— page 157, 163) pefenmmd
10. Ethernet/HDBasaT Port (RJ-45) [HDBaseT Mod- « Both the composite video signal from each input connector
els] as the compulter, BNG, and BNG (CV), and the S-video signal
(— page 165, 165) from the BNC (¥/C) Inpurt connector are mot owkput from HOM/
Ethernet Port (RJ-45) [MM Models] OUT Connector of g projcior
(- page 169) [HDBazeT Modeis] _ _
« When [HDBaseT] is selected in the [REMOTE SENSOR]
11. USB-A Fort (Type A) and the projector is connected fo a commercially-available
(— page 225) transmission device that supports HDBaseT, remofe conirol
(HDBaseT Models: For future expansion. This port operations in infra-red cannot be carriad out if transmission
allows for power supply.) of remote control signals has been sef up in the transmission
12. HDMI OUT Connector (Type A) device. However, remole control using infrared rays can be

carried out when the power supply of the transmission device

(— page 161) is switched off.
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6. Installation and Connections

Digital RGB signal connection
HDMI1 or HDMI2 input connector.

the projector's DisplayPort input connector.

+ Connect a commercially available HDMI cable between the computer’s HDMI output connector and the projector’s

+ Connect a commercially available DisplayPort cable between the computer’s DisplayPort output connector and

HDM! cabie (not supplied)

DisplayPort cable {not supplied)

.

¥ ¥
T O X,

» Select the source name for its appropriate input connector after turning on the projector.

Input connector INELE cabol::e':n g Button on the remote control
HDMI 1 IN &= 1:HDMI 1 1/HDMI 1
HDMI 2 IN 2:HDMI 2 2/HDMI 2
DisplayPort IN 3:DisplayPort 3/DisplayPort

v

OPPEGARD VEL
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1. Introduction

@O Part Names of the Remote Control

The HDBasaT model ks described in the illustrations of the remote control.

1

Ll

o ek | i

1D = O L 3 LD 00 = £

—28
29

. Infrared Transmitter
(— page 13)

32

POWER ON Button
(— page 16)
STANDBY Button
|— page 27)

FREEZE Button
(— page 30)
BLANK Button
(— page 23)
MUTE Button
(— page 23)
AV-MUTE Button
(— page 28)

8. TEST Button

[— page B5)

9. Edge Blend. Button
{— page 71, 108)

10. Multi. Button
{— page 107)

11. Geometric. Button
{— page 35, 102)

12. INPUT Button
(— page 18)

13. PIP Button
[— page 6B)

14. PEP/POP Button
[— page 6B)

15. AUTO ADW. Button
[— page 26)

16. 1 (HDMI 1) Button
(— page 18)

17. 2 (HDMI 2) Button
(— page 18)

18. 3 (DisplayPort) Button
(— page 18)

19. 4 (BNC) Button
(— page 18)

20.5 (BNC(CV)) Button
(— page 18)

21.6 (BNC(Y/C)) Button
(— page 18)

22. T (Computer) Button
(— page 18)

23.8 (HDBaseT) Button [HDBaseT
Models]
8 (Ethernet) Button [MM Mod-
als]
(— page 18)

24.9 (USB-A) Button
(— page 18)

25.1D SET Button
(— page 120)

26. Numeric Keypad Button/
CLEAR Button
{— page 120)

27. MENU Button
[— page 77)

.EXIT Button
{— page 77)
29. A Y 4p Button
{— page 77)
30. ENTER Button
{— page 77)
31.L-CLICK Button®
[— page 34)
32. R-CLICK Button®
[— page 34)
33.VOLJSFOCUS (+)}-) Button
[— page 26)
. D-ZO0OMN/ZOOM (+){<) Button
[— page 30)
{“200M" Button does not work on
this series of projactors)
35.5HUTTER Button
(not available on this series of
projectors)
.LENS SHIFT Button
(not available on this series of
projectors)
PICTURE Button
(— page B89)
DISPLAY Button
(— page 100)
39. ASPECT Button
(— page 95)
40.COLOR Button
(— page 91)
41.3D Set. Button
[— page 99)
42. SETUP Button
(— page 109)
43.CTL Button
(— page 34)
44. ECO Button
(— page 31)
45.INFO Button
(— page 134)
46. HELP Buttan
(— page 134)

2

ar.

38.

* The A¥4p_ L-CLICK and R-CLICK buttons work only when a USB cable is connected with your computer.
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2. Projecting an Image (Basic Operation)

@ Selecting a Source

Selecting the computer or video source
NOTE: Tum on the computer or video source equipment connected to the projector,

Detecting the Signal Automatically

Prass the INPUT button for 1 sacond or lenger. The projector will search
for the available input source and display it. The input source will change
as follows:

[HDBaseT Models]
HDMI1 — HDMI2 —s DisplayPort — BNC — BNC(CV) — BNC(Y/C) —
COMUPTER — HDBaseT — HDMI1 — ...

[MM Models]

Automatically checks for any input signal in the order HDMI 1 — HDMI
2 — Display Port — BNC — BNC({CV) — BNC(¥/C) — COMPUTER —
USB-A. The input signal will be projected when it is detectad.

+ Prass it briefly to display the [INPUT] screen.

ADJUST DISPLAY SET\® INFQ.,

- 1HDs ENTRY LIST
Z:HDMIZ TEST PATTERM
BDizplayPert

4:BHC

E:BMC{CY)

B:BNC{YSC)

TCOMPUTER

B:HDBazaT

I

*  This screen belongs to a HDBasaT model.

Press the W/A buttons to match the target input terminal and then
press the ENTER button to switch the input. To debete the menu display
in tha [INPUT] screen, prass the MENU or EXIT button.

TIF: If no input signal is present, the input will be skipped.

Using the Remote Control
Prazs any one of the 1/HDMI 1, 2/HDMI 2, 3/DisplayPort, 4/BNC, 5/ (o] [n]
BNC(CV), 6/BNC(Y/C), 7/Computer, BHDBasaT", or YUSB-A™ but- ﬁﬁ%hﬁ“
tons. =l=]=1=}
codg
*1 For MM models, *8/Ethemsat” will be selected and the projector will switch to oo
the Ethemnet. 5
‘2 HDBaseT model cannot be used. g —

v

OPPEGARD VEL




v

Grendehuset Vellet — Betjening AV anlegg OPPEGARD Ve

2. Projecting an Image (Basic Operation)
© Adjusting the Picture Size and Position

Use the lens shift dial, the adjustable tilt foot lever, the zoom lever/zoom ring and the focus ring to adjust the picture
size and position.
In this chapter drawings and cablas are omitted for clarity.

Adjusting the projected image's vertical and horizontal | Adjusting the focus

position [Focus ring]
[Lens shift] (— page 22)
{— page 21)

Finely adjusting the size of an image Adjusting the projected image's height and horizontal
[Zoom lever/Zoom ring] tilt
{— page 25) [Tilt foot] *

(— page 25)

NOTE *': Adjust the projected image’s height using the tilt feet when you want fo project the image at 2 position higher than the lens
shift adjustment range.

Applicable lens: NP12ZL/NP13ZL/NP14ZL/NP15ZL
Use the FOCUS ring to obtain the best focus.




